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Montana Department of Transportation Construction Zone Traffic Control Review
****Advanced Warning Area****
Begin Construction Zone Sign:
Proper Signs in Place:
Proper Sign Spacing:
Appropriate Speed Limit (Table 618.5):
Step Down Signs Appropriate:
  ****Transition Area****
Correct Taper Length:
Proper Devices & Spacing:
  ****Activity Area****
Begin/End Work Zone Signs Within 500 Ft:
Appropriate Speed Limit (Table 618.5):
Signs/Speed Limit Corresponds With Work Activity:
End Work Zone Speed Limit Signs:
Step Down signs Proper:
Shoulder Delineation:
Centerline Delineation:
Hazards in Clear Zone Delineated:
Flagging Operations:
- Proper Warning Signs:
- Flaggers Properly Equipped:
- Following Proper Procedures:
- Delay:
- Adequate Nighttime Illumination:
Pilot Car Zone:
- Vehicle Properly Signed:
- Proper Speed Limit:
- Proper/Safe Driver Behavior:
Temporary Signals:
- Appropriate Advanced Warning:
- Operating Properly:
****Termination Area****
End Construction Zone Sign:
Proper Sign Spacing:
End Construction Zone Speed Limit:
- Need Removed,:Repositioned, Covered:
- Need Cleaning, Replacement, Reflectivity:
****Devices and Signs****
****Devices and Signs****
Signs:
- Additional Signs Needed:
- Conflicting Temp/Perm Signs:
- Approved Sign Supports:
- Posts Too Long:
- View Blocked:
Drums Flexible Guideposts, Portable Vertical Panels, Type II Object Markers:
- Proper Spacing:
- Lacking/Excessive Devices:
- Proper Alignment:
- Condition (acceptable, Marginal, Unacceptable):
- Need Cleaning, Replacement, Reflectivity:
Barricades:
- Proper Use:
- Approved Structure:
- Correct Stripe Direction:
- Proper Sign Order (Arrow/Road Closed):
- Crashworthy Sign Mounting:
- Need Cleaning Replacement, Reflectivity:
Barriers:
- Pinned Correctly:
- Correct Clear Zone Flare Rate:
- Proper End Treatment:
- Proper Alignment:
- Reflectors Clean/Needed:
Portable Arrow Board:
- Correct Use (Lane Closure):
- Correct Placement:
- Working Properly (25-40 Flashes/Minute):
- All Bulbs Working:
Changeable Message Signs:
- Correct Placement:
- Correct Use (2 phases,:3 lines/phase, 8 characters/line
- Correct Message:
Pavement Markings
- Conflicting Markings Removed:
- Satisfactory Condition:
****Traffic Control Plan****
Copy of Plan Onsite:
Plan Followed:
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