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CURRENT DATE OF REVISION 
MT 400 SECTION 

MISCELLANEOUS MATERIALS AND TEST METHODS 
 
Test Date of 
Method Publication 
No.     Title  Pages or Revision 
 
MT 401 Eliminated (Use AASHTO M 196 Corrugated Aluminum Pipe for Sewers and  

Drains and AASHTO M 197 Aluminum Alloy Sheet for Corrugated Aluminum Pipe) 

MT 402 Eliminated (Use AASHTO M 36 Corrugated Steel Pipe, Metallic-Coated, for Sewers and Drains) 

MT 403 Sampling and Inspection of Seeding and Landscaping Materials ................ 2 pp Apr 2021 

MT 404 Inspecting Wood Products .......................................................................... 2 pp Sep 2022 

MT 405 Eliminated (Use AASHTO R 18 Establishing and Implementing a Quality Management  
System for Construction Materials Testing Laboratories) 

MT 406 Sampling and Inspection of Signing Material and Signs .............................. 5 pp Jun 2004 

MT 407 Method of Test for High Strength Bolts ....................................................... 5 pp Jun 2020 

MT 408 Method of Sampling and Field Testing Brine Deicing Material ..................... 3 pp Feb 2010 

MT 409 Welded Stud Shear Connectors .................................................................  Under Development 

MT 410 Eliminated 

MT 411 Vacant 

MT 412 Topsoil Sampling, Sample Preparation and Testing .................................... 2 pp Sep 2018 

MT 413 Eliminated (Use AASHTO M 181 Chain-Link Fence, AASHTO M 279 Metallic-Coated,  
Steel Woven Wire Fence Fabric, AASHTO M 280 Metallic-Coated (Carbon) Steel Barbed Wire,  
and AASHTO M 281 Steel Fence Posts and Assemblies, Hot-Wrought) 

MT 414 Method of Acceptance for Reinforcing Steel ............................................... 4 pp Jun 2023 

MT 415 Structural Steel ..........................................................................................  Under Development 

MT 416 Vacant 

MT 417 Vacant 

MT 418 Method of Acceptance for Miscellaneous Welded Items ............................. 1 pp Sep 2021 

MT 419 Vacant 

MT 420 Procedure to Check for Leaks Under Hydrostatic Pressure ......................... 3 pp Jun 2004 

MT 421 Eliminated (Use AASHTO M 288 Geosynthetic Specification for Highway Applications) 

MT 422 Method of Test for Surface Smoothness and Profile ................................... 4 pp Apr 2012 
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