
 
606.03.2 Installing Posts 

Drive posts unless conditions require excavation and backfilling. Install posts in accordance 
with the manufacturer’s recommendations. If the posthole is excavated, compact the posthole 
bottom, insert the post, and backfill and compact around the post in 6-inch (150 mm) loose 
layers ensuring the material is at optimum moisture before placing and compacting the next 
layer. Maintain the post line and grade. 

Complete guardrail widening prior to new rail installation.   
When driving wood posts, pilot holes approximately 6 inches (150 mm) in diameter may be 

used when necessary. 
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606.03.2 Installing Posts 
Complete guardrail widening prior to new post installation. 
Install posts in accordance with manufacturer recommendations. Drive posts unless 

conditions require excavation and backfilling. If the posthole is excavated, compact the posthole 
bottom, insert the post, and backfill and compact around the post in 6-inch (150 mm) loose 
layers ensuring the material is at optimum moisture before placing and compacting the next 
layer. Maintain the post line and grade. 

Always drive steel posts. Wood posts may be placed by excavating and backfilling or by 
driving. 

Replace all posts damaged by post driving. 
Maintain the post alignment as the posts are driven. 
Fill the area between the surrounding ground and the post by backfilling and tamping. Re-

compact the loose material around the post and level the area as directed. 
Remove, replace or re-install misaligned, loose or damaged posts at Contractor expense. 
When driving wood posts, pilot holes approximately 6 inches (150 mm) in diameter may be 

used when necessary. 
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